
600,000 DIESEL HEATER
Direct Heat
35 gallon to fill

4 gallon/hr medium heat
Runs on Diesel

outside use, open indoors.
Best used on construction sites

Heats up to 15,000 sq. ft.

100,000 DIESEL HEATER
Indirect Fired Heat

Odorless and free of
dangerous fumes

Whisper quiet operation
Can be used with ducts

Duct length max 25ft
Duct diameter 12”

Weight 94 lbs

HEATING EQUIPMENT
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350,000 BTU TENT HEATER
Indirect Heat

For 1,000 Sq. Feet or Larger
Requires Electricity & Propane

Requires Duct Work
100 lb. Tank Rents Separately
*A 3000W Generator Per Unit
*May Require Propane Permit

170,000 BTU TENT HEATER
Indirect Heat

For 1,000 Sq. Feet or Larger
Requires Electricity & Propane

Requires Duct Work
100 lb. Tank Rents Separately
*A 3000W Generator Per Unit
*May Require Propane Permit

80,000 BTU TENT HEATER
Indirect Heat

Ideal for Garage or 20X20 Tent
Up to 400 Square Feet

Requires Electricity & Propane
Requires Duct Work

100 lb. Tank Rents Separately
*A 3000W Generator Per Unit
*May Require Propane Permit

200,000 BTU
PROPANE HEATER
Indirect Heat
No Electricity Required
Clean Burning
Up to 25* hrs on a 100 lb. Tank 
Heats up to 4,500 Sq. Feet
Thermo-Electric Safety Valve

125,000 BTU
RADIANT FIRED HEATER
Diesel Powered but Different
Designed to throw intense radiant
heat energy efficiently, cleanly &
quietly to a target area.
Radiant heat with no air movement
Low noise level / Odor free

PATIO HEATER
Direct Heat

Height 7Ft. 4In.
210 Sq. Feet Heating Area

Includes 20 lb. Propane Tank
360 Degree Heat Radius

9* Hr. Operating Time

80,000 BTU
PROPANE HEATER
Indirect Heat
No Electricity Required
Quiet and Odorless
Up to 12* hrs on a 20 lb. Tank 
Heats up to 1,900 Sq. Feet
Thermo-Electric Safety Valve

350,000 BTU 220,000 BTU

ADDITIONAL DIESEL HEATERS


